The Effect of Temperature on the Dynamical States of a Time Delayed Mid-infrared Quantum Cascade Oscillator

O Spitz, J. Wu, S Khanal, M. Carras, B S Williams, C W Wong, F. Grillot

To cite this version:


HAL Id: hal-02342855
https://telecom-paris.hal.science/hal-02342855
Submitted on 11 Nov 2019

HAL is a multi-disciplinary open access archive for the deposit and dissemination of scientific research documents, whether they are published or not. The documents may come from teaching and research institutions in France or abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est destinée au dépôt et à la diffusion de documents scientifiques de niveau recherche, publiés ou non, émanant des établissements d’enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.
The Effect of Temperature on the Dynamical States of a Time Delayed Mid-infrared Quantum Cascade Oscillator

O. Spitz\textsuperscript{1,2,*}, J. Wu\textsuperscript{3,5}, S. Khanal\textsuperscript{1}, M. Carras\textsuperscript{2}, B. S. Williams\textsuperscript{4}, C. W. Wong\textsuperscript{2} and F. Grillot\textsuperscript{1,3,6}

\textsuperscript{1}LTIC, Télécom ParisTech, Université Paris-Saclay, 46 rue Barrault, 75013 Paris, France
\textsuperscript{2}mirSense, Centre d’intégration Nanofinov, 8 avenue de la Vauve, 91120 Palaiseau, France
\textsuperscript{3}Fang Lu Mesoscopic Optics and Quantum Electronics Laboratory, University of California Los Angeles, CA 90095, USA
\textsuperscript{4}Department of Electrical and Computer engineering, University of California Los Angeles, CA 90095, USA
\textsuperscript{5}College of Electronics and Information Engineering, Southwest University, Chongqing, China 400715
\textsuperscript{6}Center for High Technology Materials, University of New-Mexico, 1313 Goddard SE, Albuquerque, NM, USA

*E-mail: olivier.spitz@telecom-paristech.fr

Abstract: Carrier-to-photon lifetime ratio is a key parameter in the non-linear dynamics study of quantum cascade lasers under external optical feedback. We experimentally investigate the influence of temperature on this parameter and hence on chaotic behaviors.

OCIS codes: (140.5960) Semiconductor lasers; (140.1540) Chaos; (140.3070) Infrared and far-infrared lasers

1. Introduction

Quantum cascade lasers (QCLs), theoretically demonstrated for the first time in the early 1970s and then experimentally produced since 1994 [1], are semiconductor laser sources based on intersubband transitions. The wide range of achievable wavelengths from mid-infrared to terahertz domain [2] paves the way for multiple applications such as optical countermeasures for defense purposes, particles detection below one per millions, jamming resistant free-space communications and LIDAR remote sensing, all demanding stable single-mode operation with narrow linewidth, high output power and high modulation bandwidth. QCLs are renowned for their higher stability compared to interband laser diodes, in particular when subjected to time-delayed phenomena such as external optical feedback. In laser diodes, optical feedback, i.e. re-injection of part of the emitted light after reflection on a mirror, can destabilize the laser and the undamping of the relaxation oscillations may lead to chaotic oscillations. As opposed to interband lasers for which the carrier-to-photon lifetime ratio is around 10\(^2\), QCLs do not exhibit relaxation oscillations [3] owing to the ultrafast intersubband transitions hence keeping the carrier-to-photon lifetime close to 1. Our recent work showed that mid-infrared QCLs operating external optical feedback can experience a route to chaos without undamping of relaxation oscillation [4]. The latter is first observed through a Hopf bifurcation to periodic dynamics at the external cavity frequency and then through a low frequency fluctuation (LFF) pattern. This study goes a step beyond by investigating the direct effect of the carrier to photon lifetime ratio on the QCL temporal dynamics for two different temperatures at 170K and 290K and for various feedback ratios. We believe that this study is of paramount importance for the development of future secured atmospheric transmission line and unpredictable optical countermeasures systems.

2. Device description and experimental apparatus

The QCL under study is a distributed feedback (DFB) laser with a region made of 30 periods of AlInAs/GaInAs grown by molecular beam epitaxy on an InP cladding [5]. Because the laser is biased with a quasi-continuous wave inducing a strong warm-up, one needs to optimize the thermal dissipation of the QCL and this is the reason why it is epide-site-down mounted with gold-tin soldering on AlN substrate as presented on Figure 1(a).

![Image](image_url)

FIG. 1 a) Close up of the QCL under study, the laser is gold-tin soldered to a metal ridge and bonded with gold wires to ensure good electronic and thermal conduction properties. b) LIV and c) optical spectrum characteristics of the free-running DFB QCL operating at room temperature d) experimental apparatus split between the analysis path above and the external optical feedback path below.
Figure 1(b) depicts the light intensity voltage (LIV) characteristics of the free-running QCL under study. The threshold current is of 590 mA for a voltage of 10 V when biased at 293K with a 300 ns pulse at a repetition rate of 100 kHz, standing for a 3% duty cycle. The wall-plug efficiency of this laser at maximum output power is 0.05%. Figure 1(c) shows the optical spectrum retrieved with a Fourier transform infrared spectrometer (FTIR). The optical spectrum is perfectly single mode and the DFB peak is at 5.635 microns. The experimental set up, as presented on Figure 1(d), is made of an analysis path with a high bandwidth Mercury-Cadmium-Telluride (MCT) camera for mid-infrared detection. The camera is linked to a 500 MHz oscilloscope for real time study and acqirements. The external optical feedback path is set with a gold plated mirror and a polarizer, which scales the amount of back reflected light since the QCL wave is TM polarized. The mirror is placed on a rail so that the external cavity length can be varied between 30 cm and 60 cm. This leads to an external cavity frequency between 500 MHz and 250 MHz within the oscilloscope bandwidth. The QCL wave is focused thanks to a mid-infrared lens and a 60/40 mid-infrared beam-splitter shares the light between both paths. The feedback ratios $f_r$ is defined as the ratio between the fed-back power and the total power which is emitted by the QCL.

3. Results and Discussion

Figure 2(a) and Figure 2(b) show the time traces at 170K and 290K when external optical feedback is applied onto the QCL operating under quasi-continuous waves. The temporal dynamics is experimentally recorded for various feedback strengths by changing the angle of the polarizer. In both cases, various dynamical states such as periodic and chaotic oscillations are observed which is in agreement with our prior observations [4]. However, in this work experiments also unveil that the route to chaos of a time delayed QCL is very sensitive to the temperature operation. For instance, at 170K, the LFF chaotic dynamics takes place for a feedback ratio as low as 0.008 while it is observed above 0.019 when the temperature is increased to 290K. Therefore, it becomes possible to control the bandwidth of the chaotic bubble by slowing down the carrier i.e. by engineering the carrier-to-photon lifetime ratio.

Overall, this work is important to push further the investigation of the nonlinear dynamics of quantum cascade oscillators with the view of controlling and understanding the intersubband dynamics for the development of secured atmospheric transmission lines and unpredictable optical countermeasures systems.

4. References


Acknowledgments: This work is supported by the French Defense Agency (DGA), Office of Naval Research and National Science Foundation.